AMENDMENT NO. 1 JULY 2022 


TO 


IS 14643 : 1999 UNSINTERED POLYTETRAFLUOROETHYLENE (PTFE) TAPE FOR 
THREAD SEALING APPLICATIONS — SPECIFICATION 


(Page 1, clause 1.2, line 3) — Substitute ’30 bar’ for ‘80 bar’. 
(Page 1, clause 1.2, Note 2, line 3) — Substitute ‘30 bar’ for ‘80 bar’. 
(Page 1, clause 2) — Substitute the following for the existing clause: 


‘2 REFERENCES 


The following standards contain provisions which, through reference in this text, constitute provisions 
of this standard. At the time of publication, the editions indicated were valid. All standards are subject 
to revision, and parties to agreement based on standard are encouraged to investigate the possibility of 
applying the most recent editions of the standards indicated below: 


IS No./Other Publication Title 
TS 554 : 1999/ISO 7-1 : 1994 Pipe threads where pressure - tight joints are made on the 
threads — Dimensions, tolerances and designation (fourth 
revision) 
IS 1239 (Part 1) : 2004 Steel tubes, tubulars and other wrought steel fittings — 


Specification : Part 1 Steel tubes (sixth revision) 
IS 1381 (Part 2) : 2019/ISO 4797: Laboratory glassware — Boiling flasks: Part 2 Boiling 
2015 flasks with conical ground joints (third revision) 
IS 5165 : 2017/ISO 383 : 1976 Laboratory glassware — Interchangeable conical ground 
joints (first revision) 
IS 10640 : 2011 Soxhlet extractors — Specification (first revision) 


IS 12305 : 2018/ISO 4793 : 1980 Laboratory sintered (fritted) filters — Porosity grading, 
classification and designation (first revision) 


IS/ISO 9000 : 2015 Quality management systems — Fundamentals and 
vocabulary (fourth revision) 


IS 14635 (Part 1) : 2020 Fluoropolymer dispersions and moulding and extrusion 
materials: Part 1 Designation system (first revision) 


ISO 25101 : 2009 Water quality a Determination of 
perfluorooctanesulfonate (PFOS) and perfluorooctanoate 
(PFOA) — Method for unfiltered samples using solid 
phase extraction and liquid chromatography/mass 
spectrometry’. 
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Amendment No. 1 to IS 14643 : 1999 


(Page 1, clause 3.1.1, line 2) — Substitute ‘IS 14635 (Part 1)’ for ‘IS 14635’. 
(Page 2, clause 3.5) — Insert the following new clause after Clause 3.5: 


‘3.6 PTFE shall not contain Perfluorooctanoate (PFOA) when determined by the method prescribed 
in ISO 25101.’ 


(Page 5, clause D-1.1, Table 1, footnote, line 1) — Substitute ‘30 bar’ for ‘80 bar’. 
(Page 5, clause D-1.2, Table 2, footnote, line 1) — Substitute ‘30 bar’ for ‘80 bar’. 
(Page 5, clause D-3.3, line 2) — Substitute ‘30 + 1.5 bar’ for ‘80-80.5 bar’. 

(Page 6, clause D-3.5, line 7) — Substitute ‘30 + 1.5 bar’ for ‘80 to 80.5 bar’. 

(Page 6, clause D-3.6, para 3, line 2) — Substitute ‘30 + 1.5 bar’ for ’80 - 80.5 bar’. 
(Page 6, clause D-3.7.2, line 3) — Substitute ‘30 + 1.5 bar’ for ’80 - 80.5 bar’. 
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